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1. First you will need to remove 
numerous plastic clips and bolts on 
the forward radiator cover (photo 1). 
Underneath the radiator cover you 
will find the hood latch cable and a 
wire harness you will have to 
detach. Set the cover out of the 
way. 

2. Remove Fascia. This will require 
removing the bolts from the lower 
engine cover. You will also have to 
remove the plastic clips from the 

front wheel well liners to reach the 
bolts under very end of the fascia. 
Under the rubber flaps in photo 1, 
(circled) you will find another set of 
bolts and mounting brackets. After 
removing all the hardware, firmly 
pull the fascia out of the clips 
around the headlights and pull the 
fascia away from the vehicle. Set 
out of the way carefully. 

3. Remove foam fascia support piece 
by pulling it straight forward. Set out 
of the way. 
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4. Next unbolt your stock power 
steering cooler.  See (photo 2) 

5. You will need to disconnect the 2 
soft lines shown in (photo 3) as 
these will be replaced with the 
provided lines. 

6. Using the provided hardware mount 
the power steering cooler as shown 
in (photo 4 & photo 5) You will use 
the adel clamps to secure each end 
of the cooler and the spacers to 
mount it securely.  Use the provided 
hose & clamps. 

7. Locate and remove the oil filter from 
the engine.  We recommend using 
a new filter upon reassembly.  
NOTE: Remove the engine oil 
first.  
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8. You will next need to install the oil 
adapter and the sleeve nut adapter, 
see but do not tighten fully at this 
time.  See (photo 6) 

9. Route the lines through the splash 
guards, past the wash bottle, and to 
the cooler. You will have to trim the 
splash guards.  (photo 7) 
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10. You will route the lines on the 
passenger side along the same 
path as the power steering lines.  
(photo 8) 

11. Double check all the fittings for 
leaks and make sure everything is 
tight and secure. 

12. Reinstall your fascia and foam 
support in the reverse order 
previously removed.   

13. Done!! Enjoy the benefits of your 
new oil cooler.                                                                                                                                                          
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